
#4-40 X 7/16"FILLISTER HEAD MACHINE SCREW
MATERIAL - STEEL
FINISH - BRIGHT ZINC(HEXAVALENT CHROMIUM FREE)
QTY:  3 EACH

#4-40 #2 BLANK HEX NUT
MATERIAL - STEEL
FINISH - BRIGHT ZINC(HEXAVALENT CHROMIUM FREE)
QTY:  3 EACH

#4-40 x 1/2" FILLISTER HEAD CAPTIVE SCREW
MATERIAL - STEEL
FINISH - BRIGHT ZINC (HEXAVALENT CHROMIUM FREE)
QTY:  2 EACH

#4 SADDLE WASHER
MATERIAL - STEEL
FINISH - BRIGHT ZINC (HEXAVALENT CHROMIUM FREE)
QTY:  2 EACH

CONNECTOR COVER:
1.MATERIAL : ABS COMPOUND - UL94HB
2.FINISH : NICKEL PLATING PER NTC
  SPECIFICATION N/T 000500
3.DIMENSIONS : INCHES [MM]
4.TOLERANCE : ±0.015 [0.381]

COMPRESSION INSERT TREE
1.MATERIAL : THERMOPLASTIC
2.COLOR : BLACK
3.DUROMETER: 75±5 TYPE A PER ASTM D2240
4.DIMENSIONS : INCHES [MM]
5.TOLERANCE : ±0.020 [0.508]

PART# LOGO STYLE SUPPLIED

C88E230000 NO LOGO PACKAGED

PART NUMBER INFORMATION
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AND 2011/65/EU FOR RoHS COMPLIANCY.
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